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Features

Low excess loss & Low IL
High stability and reliability
Applications

High Power Multimode Pump laser

Specifications:

Port 1x2

Operating wavelength (nm) 975

Insertion 50/50 <45
loss (dB) 1/99 <23.0/0.9

Uniformity(50/50)(dB) <0.8

Directivity (dB) 240

Power (W) 20
Operating temperature (C) -40 ~ +85

*Other Specifications can be made on customer request.
Package Information

Configuration 1x2
Fiber length 1m, others on request
Fiber Type 105/125 NA 0.22
Pigtail type Bare fiber
Dimensions(¢gxL )(mm) 75x12x8

*** Other package dimensions can be made on customer request.

Ordering Information

HP Cagl Len Packa
CP Type | Grade| Port |Wavelength| ng | Pigtail Type Fiber Type thg Connector e 9
Ratio
M=M P 1=1 | 975=975n 1/99 0=250um bare | 22=105/125 = NE=None 75=75x1
ultimo | A X2 m 2/98 | fiber NA 0.22 1m FC=FC/UPC | 2x8
de 2=2 3/97 X:oth | SC=SC/UP
Fiber x2 || er C
Coupl 50/50 FA=FC/APC
er SA=SC/APC
LC=LC/UPC
xx=0thers
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